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CARRY WHAT YOU WANT WHILE 
SIFTING OUT WHAT YOU DON’T

BUCKET CONSTRUCTED OF 
1/2” THICK GRADE 50 STEEL

REINFORCED TUBING FOR 
ADDED TINE STRENGTH

The HD Grapple Skeleton Rock Bucket is engineered to pick rocks and debris 
from the soil with the added feature of independent grapples to secure a vari-
ety of materials. Extra long tines allow you to carry larger loads. Gusseted tines 
make this attachment versatile for rooting and back dragging as well.

Industrial Skeleton Grapple Rock Bucket
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SPECIFICATIONS / OPTIONS

Grapple Attachments

Greaseable 
pivot points

Independent Grapples
to carry uneven loads

Gusseted tines
for added strengthCurved tines

hold material in place

3” spacing allows 
for unwanted material 

to fall through
1/2” grade 50 

lower tines

FEATURES & BENEFITS

• Open design for excellent operator visibility

• Extra long tines for carrying larger loads

• Tines designed to keep material from rolling forward

• 1/2” Grade 50 steel bucket construction

* For more specification details please see our website www.erskineattachments.com

Options
Factory Installed Couplers

Model 72” 84”
Part Number 925059 925060
Weight 1,044 lb. 1,164 lb.
Width 73" 85"
Depth 35" 35"
Spacing Between Teeth 3" 3"
Maximum Grapple Opening 36" 36"
Height (closed) 34" 34"
Height (open) 44" 44"
Hydraulic Cylinders 2"x10" (2) 2"x10" (2)
Bucket Steel Construction Grade 50 Grade 50
Bucket Tine Thickness 1/2" 1/2"

• Gusseted tines for added strength

• Excellent for rooting and back dragging

• Independent grapples for uneven loads
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