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Model 110X Mini 210X Mini
Part Number 900545 900539
Weight 375 lb. 465 lb.
Carrier Weight Class 2,900 - 6,600 lb. 4,600 - 9,000 lb.
Operating Pressure 1,600 - 1,890 psi 1,600 - 2,030 psi
Oil Flow Range 4-9 GPM 8-13 GPM
Impact Rate 560 - 1,700 BPM 670 - 1,450 BPM
Input Power 8 KW 12 KW
Working Tool Diameter 1.65” 2.04”
Sound Power Level 109 dB(A) 111 dB(A)
Moil Tool Point Included Included

• Power booster for high performance and lower vibration

• Central lubrication

• Field replaceable bushing for easier maintenance

• Effective noise and vibration damping

• Highly efficient internal control valve

• Enclosed box design eliminates cross studs and tie rods 
while protecting the tool holder

FEATURES & BENEFITS

SPECIFICATIONS / OPTIONS

Options
Moil Tool Point (standard)
Blunt Tool Point
Chisel Tool Point
Factory Installed Couplers

Mounting Kit Configurations
ASV/Terex (RC/PT30)
Bobcat (MT-52/55, 463/S70)
Toro / Vermeer / Boxer / Ditch Witch / Ramrod / Kanga / Cormidi
Universal Mounting Plate (up to 1,000 lb. ROC) 

* For more specification details please see our website www.erskineattachments.com

Mini Hydraulic Breaker
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